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Data format to deliver: width 156 mm, height 187 mm

Do not place important information here (texts, EAN codes, etc.), 
space of convergence 

maximum width of text zone 148 mm
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Width of the printed image 156 mm
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GFV Verschlusstechnik GmbH & Co. KG | Reutiner Strasse 14 | D-72275 Alpirsbach
E-Mail: sales@gfv-web.de | Telefon +49 7444 611 110 | Web www.gfv-verschlusstechnik.de

We print our cartridges using the UV screen printing process
maximum 6 colors.

Printing data
•	Only by PDF document without password protection
•	Save the CMYK images or spot colour images as TIFF with 150 or 300 dpi
•	 If possible please define colours for text/spaces as spot colours, not 
	 as CMYK colours (f. ex.: not C:0 M:79 Y:100 K:11 but Pantone red 180 C)
•	Spot colours according to Pantone C | HKS K | RAL
•	Please respect the guidelines on the draft 
	 (text zone and space of convergence)
•	Please don’t put any crop marks, stripes for colour check, register crosses, etc.
•	Place the EAN code upright on the cartridge (no pixel diagram)

Font size
•	Positive font min. 5 points
•	Negative font, bold, min. 6 points
•	please generate fine negative fonts as spot colour white

Line width
•	0,4 point min.  (0,141 mm)

Tonal construction
•	Minimal tone 8 - 10 % 
•	Maximal tone 60 % 
• 	process-related dot gain 20 - 25 %

Please dimension the beginning of the printing from the upper end of the 
cartridge casing. 

To get an optimal print result, please check if your printing data meet the 
aforementioned information.


